
LED Panel Light
PL-CK5 Series

Entry /ECO Standard /STD Professional/PRO ODM & OEM Intelligent/INT



PL-CK5 LED panel is a direct lighting product with high lumen efficiency. It makes full use of all light and is more 
cost effective compared with side lighting LED panel light. It is adopted high lumen 2835 SMD light source, the 
optical lens provides a uniform light output. With integrated iron plate, providing great thermal management.

Introduction

- High light efficiency, 140lm/w(standard type),130lm/w(UGR19 type).
- UGR19 anti-glare design is optional.
- Uniform light effect with optic lens.
- Interchangeable CCT(3000K+4000K+5700K) with slide switch.
- Integrated iron plate design provides excellent thermal management.
- Ultra slim 25mm only.
- Built-out driver.
- Installation: Surface mount, Pendant, Recessed.

Features

Application Areas
Office & school lighting: office room, meeting room, class room etc. Commercial lighting: shopping 
mall, super market, retailer shops etc. Other situations: hospital, laboratory, dust-free workshop etc.



Accessory Option

PF 0.9 50000120°90°
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Packing  information

•620x620x25mm •595x595x25mm •1195x295x25mm
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ACC-CF06-6060

Code

6060

ACC-CF06-6262

ACC-CF06-30120

Surface mount

Pendant Recessed

Integrated Packing:

6060    Container:(16x11x4+5x3x4+1x1x4)x6=4608PCS

Carton Size(cm)

Qty/CTN

N.W/CTN(kg)

Code

G.W/CTN(kg)

69*20*64

11.5

6

6262

14.5

448840HQ(pcs)

66.5*20*61.5

6

10.9

6060

13.6

4608

6

126.5*20*31.5

11.2

30120

14.1

4848



Technical Data Sheet(Standard)
Code No. PL30120-30W-CK5

Dimension(mm)

BA3020-PL6060CK5-30W

595*595*25 1195*295*25

Cutout (mm) –

Watt(W)

PL6262-30W-CK5

620*620*25

30W

Rated Input Voltage(V) AC230V

Input Voltage(V) AC220-240V

3940-4140

DC33-38VLED Module Input 

Light Source  SMD

SDCM <5(<3 optional)

CCT(K) 1-CCT: 3000K/4000K/5000K/5700K | 3-CCT: 3000K+4000K+5700K

CCT Selection DIP Switch Yes

Luminous Flux  

(lm) ±5% 

Non-DIM  
1-CCT

DIM

Non-DIM  
3-CCT

DIM

CRI 80

Beam Angle (°) 120°

UGR –

LED Driver Driver built-out

Dimming  Option Triac/DALI

Sensor –

3940-4140

3870-4380

3870-4380

3940-4140

3940-4140

3870-4380

3870-4380

3900-4160

3900-4160

3850-4210

3850-4210

Emergency Kits –

Electrical Class ClassⅡ

Ingress Protection (IP Rating)

Impact Resistance (IK Rating) –

Product Finishing(Base) White

PMMA(Lens)+PS(Diffuser)Materials of Optics

Materials of Housing Aluminium, SPCC

Lifetime (hr) 100 000

Glow wire test (℃ ) 650

Operating Temp. (℃ ) -10℃ ~40℃

Storage Temp. (℃ ) -20℃ ~65℃

Installation

IP40(IP44 optional)

Recessed/Pendant/Surface mounted

Driver Datasheet (Triac Dimmable)
Total load wattage

800mA

≤0.2A

30W

Output

Output Voltage range DC30-40V

Rated output current

Line Regulation ±5%

Setup, Rise Time ≤1S

Flickering Index 3%

Input

Input Voltage AC220-240V

Rated Input Voltage(V) AC230V

Frequency 50Hz

Input Current

Rated Input Current

Power Factor ≥0.9

THD <20% @230V

≥84%Efficiency

≤0.18A

<1WNo load wattage

Protection

Short circuit protection Pass

Over voltage protection Pass

Over temperature protection Pass

Safety &EMC

Withstand voltage

Isolation Resistance

Surge

EMC Emission

EMC Immunity

I/P-O/P:3.75KVac,<5mA 60S；I/P-FG:1.6KVac,<5mA 60S；O/P-FG:0.5KVac,<5mA 60S

I/P-O/P: 500VDC, ≥100M Ω

IEC/EN61000-4-5( P＜25W; L-N:500V, L/N-PE:1KV);IEC/EN61000-4-5  (P≥25w L-N:1KV, L/N-PE:2KV)

EN55015, EN61000-3-2

EN61000-4-2,3,4,5,6,8,11; EN61547

Driver Datasheet (Non-Dimmable)
Total load wattage

I/P-O/P:3.75KVac,<5mA 60S；I/P-FG:1.6KVac,<5mA 60S；O/P-FG:0.5KVac,<5mA 60S

Output

Output Voltage range DC30-40V

Rated output current

Line Regulation ±5%

Setup, Rise Time ≤1S

Flickering Index 0.5%

Input

Input Voltage AC220-240V

Rated Input Voltage(V) AC230V

Frequency 50/60Hz

Input Current

Rated Input Current

Power Factor ≥0.9

THD <20% @230V

Efficiency ≥88%

 800mA

≤0.2A

30W

≤0.18A

<0.5WNo load wattage

Protection

Short circuit protection Pass

Over voltage protection Pass

Over temperature protection Pass

Safety &EMC

Withstand voltage

Isolation Resistance I/P-O/P: 500VDC, ≥100M Ω

Surge IEC/EN61000-4-5( P＜25W; L-N:500V, L/N-PE:1KV); IEC/EN61000-4-5  (P≥25w L-N:1KV, L/N-PE:2KV)

EMC Emission EN55015, EN61000-3-2 

EMC Immunity EN61000-4-2,3,4,5,6,8,11; EN61547



Installation Procedure

Turn Off power supply before starting any installation. Read instructions & check you have all the tools 
& accessories to complete the installation correctl y.

WARNING

1.Switch off before installation.
2.Switch on only after complete installation and examination of the circuit.
3.Professional electrician for installation and maintenance only.

For color changeable model(controlled by Slide Switch in lamp), please select light 
color before installation,see below picture.

choose color by slide switch with corresponding color temperature.
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COMPLETE

Clips should be purchased separately as an accessory

Cutout Size
Panel Size

595x595mm

295x1195mm

Cutout

570x570mm

270x1170mm

Panel Size

620x620mm

Cutout

590x590mm

Ceiling opening based 
on cutout size
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Driver Datasheet (Dali-dimmable)

Code XSI-9W205-A4DA0F XSI-22W550-A8DA0F XSI-45W1050-A8DA0F XSI-60W1500-A8DA0F

Input

Input Power 4-9W 8-22W 24-45W 45-60W

Input Voltage  180-265V

Rated Input Voltage(V)  200-240V

Frequency 50/60HZ

Input Current ≤0.05A ≤0.14A ≤0.28A ≤0.37A

Rated Input Current ≤0.04A ≤0.13A ≤0.25A ≤0.34A

Power Factor (typ) 0.9

Total Harmonic 
Distortion(THD) 

<20% @230V

Efficiency (typ) ≥78% ≥86% ≥88% ≥90%

Inrush Current (Typ.)  18.8A/34.8uS 15.1A/113uS 16A/214uS 24.2A/326uS

Max Circuit Breaker Please refer to" Circuit breaker Specification" 

Leakage Current <0.5mA/240V

No Load Wattage <0.5W @230V

Output

Output Voltage Range 30-40V

Rated Output Current 100-205mA 200-550mA 600-1050mA 1050-1500mA

Line Regulation ±5%

Open Circuit Voltage (max) 50V

Setup time(note1) <1S @230V

Flickering Index(IEEEStd 
1789)

3%(NO RISK) 6%(NO RISK) 6%(NO RISK) 

Protection

Short Circuit Protection Constant current limiting, recovers automatically after fault condition is removed

Over Voltage Protection Shut down o/p voltage

Over Temperature Protection Shut down o/p voltage, recovers automatically after temperature goes down

Safety
&EMC

Safety Standards IEC/EN61347-1, IEC/EN61347-2-13, IEC/EN62384 independent,GB19510.14,GB19510.1 approved

Withstand Voltage I/P-O/P:3.75KVac,<5mA 60S; I/P-FG:1.6KVac,<5mA 60S; O/P-FG:0.5KVac,<5mA 60S

Isolation Resistance I/P-O/P: 500VDC, ≥100M Ω

Surge IEC/EN61000-4-5(L-N:0.5KV, ) IEC/EN61000-4-5(L-N:1KV, )

EMC Emission IEC/EN55015, IEC/EN61000-3-2

EMC Immunity IEC/EN61000-4-2,3,4,5,6,8,11; IEC/EN61547

Other 
Dimension(L*W*H) 131.0*50.0*26.0mm 143.0*58.0*30.0mm 144.0*80.0*32.0mm 156.0*80.0*32.0mm

Weight 0.09Kg 0.13Kg 0.20Kg 0.25Kg
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Press to adjust 
the length of the 
suspension wire
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Warning: Total thickness of led panel light and driver can not exceed 56mm.






